
WAC 51-11C-40404  Section C404.4—Heat traps.
C404.4 Heat traps for hot water storage tanks. Storage tank-type water 
heaters and hot water storage tanks that have vertical water pipes 
connecting to the inlet and outlet of the tank shall be provided with 
integral heat traps at the vertical inlets and outlets or shall have 
pipe-configured heat traps in the piping connected to those inlets and 
outlets. Tank inlets and outlets associated with solar water heating 
system circulation loops shall not be required to have heat traps.
[Statutory Authority: RCW 19.27A.020, 19.27A.025, 19.27A.160 and chap-
ters 19.27A and 19.27 RCW. WSR 22-14-091, 23-12-101, and 23-20-021, § 
51-11C-40404, filed 7/1/22, 6/7/23, and 9/25/23, effective 3/15/24. 
Statutory Authority: RCW 19.27A.020, 19.27A.025, 19.27A.160 and chap-
ter 19.27 RCW. WSR 19-24-040, § 51-11C-40404, filed 11/26/19, effec-
tive 7/1/20. Statutory Authority: RCW 19.27A.020, 19.27A.025 and chap-
ters 19.27 and 34.05 RCW. WSR 13-04-056, § 51-11C-40404, filed 2/1/13, 
effective 7/1/13.]
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