WAC 296-304-08009  Powder-actuated fastening tools. (1) You must ensure powder-actuated fastening tools are used, designed, constructed, and maintained according to the requirements of WAC 296-807-150, Powder actuated fastening systems.

(2) You must ensure that employees using powder-actuated fastening tools are protected by personal protective equipment that meets the requirements of WAC 296-304-09005 (1) and (2). You must also meet the requirements of chapter 296-817 WAC, Hearing loss prevention (noise).

[Statutory Authority: RCW 49.17.010, 49.17.040, 49.17.050, and 49.17.060. WSR 17-18-075, § 296-304-08009, filed 9/5/17, effective 10/6/17; WSR 07-03-163, § 296-304-08009, filed 1/24/07, effective 4/1/07; WSR 03-11-060, § 296-304-08009, filed 5/19/03, effective 8/1/03. Statutory Authority: RCW 49.17.040, 49.17.050 and 49.17.060. WSR 98-02-006, § 296-304-08009, filed 12/26/97, effective 3/1/98. Statutory Authority: Chapter 49.17 RCW. WSR 95-04-006, § 296-304-08009, filed 1/18/95, effective 3/10/95; Order 76-7, § 296-304-08009, filed 3/1/76; Order 74-25, § 296-304-08009, filed 5/7/74.]