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Chapter 2—Definitions.

SECTION 202—DEFINITIONS.

A dwelling, licensed by the state of Washington department of social and health services, in which a person or persons provide personal care, special care, room and board to more than one but
not more than six adults who are not related by blood or marriage to
the person or persons providing the services. An existing adult family
home may provide services to up to eight adults upon approval from the
department of social and health services in accordance with RCW
70.128.066.
ASSISTED LIVING FACILITY. A home or other institution, licensed by the state
of Washington, providing housing, basic services and assuming general
responsibility for the safety and well-being of residents under chapters 18.20 RCW and 388-78A WAC. These facilities may provide care to
residents with symptoms consistent with dementia requiring additional
security measures.
BOTTLE FILLING STATION. A plumbing fixture connected to the potable water distribution system and sanitary drainage system that is designed and intended for filling personal use drinking water bottles or containers
not less than 10 inches (254 mm) in height. Such fixtures can be separate from or integral to a drinking fountain and can incorporate a water filter and a cooling system for chilling the drinking water.
CHILD CARE. The care of children during any period of a 24-hour day.
CHILD CARE, FAMILY HOME. A child care facility, licensed by Washington state,
located in the dwelling of the person or persons under whose direct
care and supervision the child is placed, for the care of twelve or
fewer children, including children who reside at the home.
CLIMATE ZONE. A geographical region that has been assigned climatic criteria as specified in the Washington State Energy Code.
CLUSTER. Clusters are multiple portable school classrooms separated by
less than the requirements of the building code for separate buildings.
EFFICIENCY DWELLING UNIT. A dwelling unit where all permanent provisions for
living, sleeping, eating and cooking are contained in a single room.
HOSPICE CARE CENTER. A building or portion thereof used on a 24-hour basis
for the provision of hospice services to terminally ill inpatients.
MASS TIMBER. Structural elements of Type IV construction primarily of solid, built-up, panelized or engineered wood products that meet minimum
cross section dimensions of Type IV construction.
ADULT FAMILY HOME.

NIGHTCLUB. An A-2 Occupancy use under the 2006 International Building
Code in which the aggregate area of concentrated use of unfixed chairs
and standing space that is specifically designated and primarily used
for dancing or viewing performers exceeds three hundred fifty square
feet, excluding adjacent lobby areas. "Nightclub" does not include
theaters with fixed seating, banquet halls, or lodge halls.
NONCOMBUSTIBLE PROTECTION (For MASS TIMBER). Noncombustible material, in accordance
with Section 703.5, designed to increase the fire-resistance rating
and delay the combustion of mass timber.
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PORTABLE SCHOOL CLASSROOM. A prefabricated structure consisting of one or more
rooms with direct exterior egress from the classroom(s). The structure
is transportable in one or more sections and is designed to be used as
an educational space with or without a permanent foundation. The
structure shall be capable of being demounted and relocated to other
locations as needs arise.
RESIDENTIAL SLEEPING SUITES. A unit that provides multiple rooms or spaces for
up to five residents, includes provisions for sleeping and can include
provisions for living, eating, sanitation, and kitchen facilities.
SMALL BUSINESS. Any business entity (including a sole proprietorship, corporation, partnership or other legal entity) which is owned and operated independently from all other businesses, which has the purpose of
making a profit, and which has fifty or fewer employees.
STAGED EVACUATION. A method of emergency response, that engages building
components and trained staff to provide occupant safety during an
emergency. Emergency response involves moving or holding certain occupants at temporary locations for a brief period of time before evacuating the building. This response is used by ambulatory surgery facility and assisted living facilities to protect the health and safety
of fragile occupants and residents.
WALL, LOAD-BEARING. Any wall meeting either of the following classifications:
1. Any metal or wood stud wall that supports more than 100 pounds
per linear foot (1459 N/m) of vertical load in addition to its own
weight.
2. Any masonry or concrete, or mass timber wall that supports
more than 200 pounds per linear foot (2919 N/m) of vertical load in
addition to its own weight.

[Statutory Authority: RCW 19.27.031 and 19.27.074. WSR 21-12-103, §
51-50-0200,
filed
6/2/21,
effective
7/3/21;
WSR
20-01-090,
§
51-50-0200, filed 12/12/19, effective 7/1/20; WSR 19-02-038, §
51-50-0200, filed 12/26/18, effective 7/1/19; WSR 16-03-064, §
51-50-0200, filed 1/19/16, effective 7/1/16. Statutory Authority: RCW
19.27.074, 19.27.020, and 19.27.031. WSR 14-24-089, § 51-50-0200,
filed 12/1/14, effective 5/1/15. Statutory Authority: RCW 19.27.031
and chapters 19.27 and 34.05 RCW. WSR 13-04-067, § 51-50-0200, filed
2/1/13, effective 7/1/13. Statutory Authority: RCW 19.27.031 and
19.27.074. WSR 10-03-097, § 51-50-0200, filed 1/20/10, effective
7/1/10. Statutory Authority: RCW 19.27.190, 19.27.020, and chapters
19.27 and 34.05 RCW. WSR 08-01-110, § 51-50-0200, filed 12/18/07, effective 4/1/08. Statutory Authority: RCW 19.27.074, 19.27.020, and
chapters 70.92, 19.27, and 34.05 RCW. WSR 07-01-091, § 51-50-0200,
filed 12/19/06, effective 7/1/07. Statutory Authority: RCW 19.27.020,
19.27.031, 19.27.074, and chapters 19.27 and 34.05 RCW. WSR 05-24-070,
§ 51-50-0200, filed 12/5/05, effective 7/1/06. Statutory Authority:
RCW 19.27.031 and 19.27.074. WSR 04-01-108, § 51-50-0200, filed
12/17/03, effective 7/1/04.]
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